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Reader/writer Demo Application Instruction

Version 1.0
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Supports Windows 98/2000/XP/Vista/7/8/10, to provide convenient DLL secondary
development. Provide complete dynamic library functions, development, main points, call
example source code examples, and various development language (including: the
vb6.0 by use of vc + +, Java 6.0)

Application software download address (Contains the API, Tool, the APl Guide, DLL,
software Demo User Manual)

https://www. dropbox. com/s/sywl2f3epk jeqwr/MSR880 Demo Verl. 0. zip?d1=0

or you can visit our website www.osayde.com to download it.

Comment:The software demo applies to all types of our desktop reader and writer devices
with USB interface. However, not all devices support all the listing functions.If there is any
question or any need for the latest version material, please contact us.
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Depending on different computer and system, it may take a few seconds when you
connect the device to your computer for the first time.

Software Diagram
“ =]

Manetic cmd | et | Wmory cwd | Mcwd | whige et |

Read-Only: Read-Wiite:
@ Hico

© LaCo

cwm

com [

@ sem
read stop read wiite erase iy

e Eanety

1. Initialization

Any card operation must be done after successful initialization.

Open the software, if it shows “succeed” at top right cornner means it initted successfully,
but if shows “failed” means there were some problem with the connection. Then,you need
to check the connection.

How to confirm whether the device is connected to a computer?

USB insertion to PC and lit on light doesn’t mean the device is connected to a computer.
Interface aging and wearing will result in dis-communication. Then How to confirm if the
device is correctly connected to PC ?

USB connection:

Right click "My Computer" icon( "Computer"for WIN7) —>"management"—>"Human
Interface Device" to check if the device is inserted. In addition, unplug the device then
insert again, to check if there is any response in "Human Interface Device".

If the device connects but shows a yellow trigon like the picture shows ,it means your

computer have find the divce but can’t idedify it. please right click it to update

driver .Serial Interface Connection:

Baud Rae:

Bard rate refers to Microcontroller or computer transmission rate in serial data

communication.

We provide two types: 115200 (Baud ) and 9600 (Baud) .

Note: When using a serial interface, if it fails to connect, please unplug the device, close
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software and try again from the begining.

Serial or USB selection should be based on device communication type.

Connection here do not need to switch baud rate or select serial interface number.
When select serial and USB interface, click to connect the device, it will show connect
successfully. If it fails to show, pull out of device, close software and try again.

That is, only MSR880/860, its magnetic card operation part needs to connect to device,
the rest operations are the same as those of initialization before.

2.Magnetic Card

Brief introduction: Magcard (magnetic card) applies to many fields. Three tracks are
provided to record data with terminal devices,such as credit cards,security
cards,membership cards,inquiry cards, stored-valued cards and entrance tickets and so
on, which are magnetic recorder dielectric cards. This card is made by high-strength,
high-temperature plastic or plastic coated paper so that it's moisture proof wear-resisting
and flexible, very easy to carry,and more stable and reliable for use.

MSR880/860 magcard demo:
If your device support card write , u can use “read-write"part to write data into the card,

Remark: MSR860 no “write-erase” function .

Read-"Write:

= HiCo
" LoCo
Icd
2
I~
read write erase




3.CPU Card

Brief introduction: with high data processing capability and computing power and large
storage capability, especially its improved security technology ~system and
program-oriented adaptability and flexibility, smart IC card has gained great concern and
favor from relevant applications(domains)since its appearance. Smart IC card is quite
suitable for sensitive applications which requires data security and reliability. So far, major
smart IC card application areas include credit cards of financial field, SIM cards of
telecommunication field (mobile phone identification card) etc. In addition, the concept of
multi-purpose card, supported and represented by smart IC card, has been greater valued.
In the future, the development and application of smart IC card will play an importance
part in all fields. We will benefit theconvenience, security and efficiency and related quality
services.

Demo Software operation procedure:

A.click“IC card reset”, please note: contact IC card and the PSAM deck use0-4 slot
corresponding channel number, while test contactless CPU card, the channel number
should be above 5. Proceed subsequent operation after normal reset.

Bagtic cud  CPUcwrd | Memorycurd | W cwd | Wdight card |

reset succeed: 68 00 FF 4 4F 48 4176 30 30 31

slot: Note:074 used for contact,>5 used for contactless,B card any.

CLA INS PI P2 LC DATA: LE

ol &

© typeh
Ic off APDU commond

B.Input APDU commands in the corresponding area when testing, then click “APDU
command send” button. The demo demo software sends APDU commands randomly by
default

namely:CLA=0x00, IINS=0x84, P1=0x00, P2=0x00 when data is empty, Le=08.

C type B




Magnetic curd O card | Memory card | W ewd | Udight card |

IC card re:
W00
WB:00
slot: [T Notei0d used for contact>5 used for contactless,B card any.
CLA INS P1 P2 LC DATA: LE
APDU: [o0 [s4 [o0 (o0 08
 type A
C typeB IC reset 1coff

C. In the “message box” section,you can see the result of returning APDU commands.
The corresponding result will be analyzed by SW1,SW2 status bit. SW1:90 SW2:00
denotes command operation is successful.

4.Memory Card:

Memory card belongs to logical encryption card,SLE4442 and SLE4448 are common
used.

security features:

Before password checked correctly, all data only can be read, but not written.

After password checking, only when it's correct, all data can be changed, including the
password. Each byte of protected  writing area(first 32 bytes)can be protected read and
written individually.After the protected area is written, the content can not be
changed.(ie.curing data)

Program Demo:

Write-protected area (first 32 bytes) of each byte can be individually write protected post
write-protected content can not be changed (ie, curing data).Currently, the test is mainly to
the IC card function of type SLE4442/SLE4428. Take SLE4442 as an example( similar to
4428).

A. Click “IC card initialization”, after success tip, continue to subsequent operations.



Wegnetic curd | s oy cwd | mewd | igie cud |

AT card

init succeed...
AT2aC01
startaddr: 0000

Length:  [0008

 SLEAas
4442 check write
© sLEaazs
check key read protect
show key wiite protect
change key error counter init read wiite
input dada area:
key: [FFFFFF B | )
length:  [B -

B. Click “4442 check” to test if the IC card is a SLE4442 card. If the tip is “Detected
Success!”,

Magnetic cord | CPVewd  Menory card | B cwrd | Wilicht curd |
AT card
check OK... [AT24001
start addr: [0000
Length:  [0008
Type: init read
@ SLEaaaz
© SLEaa28
check key read protect
show key write protect
change key error counter init read wiite
input dada arca:
key: [FFFFFF 7 [ a
length: |8 -

The card is a 4442. If test fails, it isn't a 4442 card. After successful test, continue the
subsequent operations.



Maometic curd | CUcra  Menory cwd | mcrd | Wight curd |

AT card
password correct.. aT2ac01 -
startaddr: 0000

Length: 0008

Type: init read

& SLEA142
4442 check wiite

© SLEM28

read protect
show key. wiite protect
change key error counter init read write
input dada area:
key: [FFFFFF L ‘
length:  [8 ~

C. Enter card password in the password test area, then click “check key”. Before all the
writing operations, the password should be checked first(the password must be correct).
The default password has been input by the demo software,please click to check the
password directly.

D. Click “Read Password”, the card password will show in the message box.

E. Change password. Enter new password in the corresponding area as following picture.
Enter new password here:112233.

Wagnetic card | CPUcard  Menory csrd | Wicwrd | Wlight card |
AT card
password: 112233 AT24c01 -
start addr: [0000
Length:  [0008
Type: read
& SLEA142
4442 check wiite
© SLEM28

check key read protect
show key wite protect

change key error counter init read write

input dada area:

key:  [FFFFFF| 2233 A ‘
length:  [B -

Note: The password has been changed to 112233,if start initialization now, you should
enter112233 in the password area to the the password,otherwise, the it will show
password incorrect and the subsequent operations can’t be proceeded anymore. Each
time operation error appears, please restart initialization and proceed other operations.
F. Reading cards. Enter the data length in need in the corresponding area as following
picture shows. Then click “read ”.

ekl




Magetic crd | CPUcurd  Memery cwrd | Wlcrd | Wit curd |

AT card
read succr

eed...
data:112233FFFFFFFFFF stortaddr: [1000
Length:  [0008

[AT24001

TRREE init

@ SLEaae
4442 check wiite
check key read protect
show key wite protect

change key error counter init read write
input dada area:

o - ‘
length : 8 hd

© SLE4428

FEELY

G.Writing cards. Input required data in the corresponding area(Hexadecimal data, enter
1234means 0 x12, 0 x34). Then click “write ”

Wnetic curd | CUcard  Memsrywd | W ewd | Wlight curd |
AT card
write failed... AT24C01
start addr: (0000
Length: 0008
Type: init read
~ SLE4442
© SLE4428
check key read protect
show key write protect

error counter init read write
input dada area:

key:  [FFFFFF 12233
length: [6 -

5.M1/RFID Proximity Card

1. For its low price, M1 card is very suitable for use as consumables.

2.Anti-collision, can be used in various applications.

3.Good encryption performance.

4.M1card door lock system configuration has been updated--a fully functional
communication  controller.

5.M1 card door lock system configuration has been updated--- fully open
self-servicemultifunctional software.

select sectors and blocks need to be tested, enter the sector password, click "find the card.
Authorization." If the password is incorrect authorization fails, you can not continue down
operations



M1 Card Demo
A. Select sectors and blocks those needs testing,enter password of that
section,click“Request.authorization”. If the password is incorrect, authorization will fails,

the subsequent operations cannot be continued.After successful authorization, continue
the proceeded operations.

Please note: All the read and write ions need il

p section p d.
Please remember.

Woutic cwrd | CUcwrd | Memorycwd  Wocwd | Wlight cwa |

do not detect card...

o © Akey input data area:
A " key: [FFFFFFFFFFFF
i block00:  [1
sector: [00 5 newkey|
block01: LTI IITTTTTI1111
block: [0 = block 02: [22222222222222222222222222222222 G537

B. Click “read block ”, data shows in the the corresponding section area.The 00 sector
00 block cures M1 card ID information, and all the three sector blocks-3 are
configuration password information. In the following  picture, 00 sector 00 block data is
being read. And the default setting
password has been filled in by the software.

Magnetic curd | CPUcard | Memary cwrd | Wewrd | Wliht curd |

‘secor 0 block 0: 04 C1 9B CC 92 08 04 00 62 63 64 65 66 67 68 69

. Akey input data area:
ESUEE - o key: [FFFFFFFFFFFF
= block 00: T
sector: [00 5 new key:
block01: [T
block:  [00 - block 02: | change key ‘

Request authorization

off | read block | write block ‘ read sector | write sector
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C. When writing block data, select the required sector and block, then input required data
in the corresponding area on the right. Click “data block write”, after successful
writing,the written data can be read directly, as shown in the following figure:

Wagmatic curd | OV card | Wamory cord W cwrd | Wlight curd |

write succeed...

=l . .
e re] Akey input data area: oy ’W
o .
Bty block 00: |1
sector: [o1 E| new ey |

block01:  [ITITTHITTITITTT 11111111111
block: {00 g block 02:  [22222222222222222222222222222222 change key

Requestauthorization write sector

After successful writing, with confirmation, then to read the 01 ™ sector o block data:

Wegatic curd | (U cwrd | Mmoryewd  Wcwd | gt card |

‘secor 1 block 0: 11 22 33 44 55 66 77 88 99 00 AA BB CC DD EE FF

& A i .
key type: Ackey input data area: - ’W
© Bk g
i block 00:  [11223344556677889900AABBCCDDEEFF
sector: [o1 - new key:
block01: [T

[ T— blockoz; | ohange ey |

Requestauthorization | Off read block I write block ‘ read sector

write sector

D. All the data in sector is supported to read(except 00 sector). Select the needed sector,
enter the

password of the needed sector, with authorization, click “read sector data " directly.

Read after the successful writing. The process of reading the 00 « sector data is as
following figure.
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Mogmetic cord | CPUcard | Memory card W cwrd | Wlight card |
read succeed...

block 00: 04 C1 9B CC 92 08 04 00 62 63 64 65 66 67 68 69

block 01: 111111111111 11 111111 11111111 11 99

block 02: 22 22 22 22 22 22 22 22 22 22 22 22 22 22 22 33

block 03: 00 00 00 00 00 00 FF 07 80 63 FF FF FF FF FF FF

eytpe: @ Akey input data area:
LRz @Bt » key: [FFFFFFFFFFFF
= block 00: |
sector:  [00 - new key:|
block01:  [TIIITTITTTTIITTTIITTTITTI11111
blocki [0 - block 02: | change key ‘

Roguestoutorzaion| o | ontviook | witobtock | [ aasomar | e seser

write all the data into the 01 ™ sector once.

Miostic curd | CUcurd | ey cwd | W cwd | Wlight cwd |

wiite succeed...

(eytpe: © Aoy input data area: ey: [FRRFFFFFFFE
© Bk :
il block00: |
sector: [01 B

new key

block 01 [ITTTITITTTITTITTTIITTITTT111111

block: [0 - block 02: change key ‘

Request authorization

off | read block | write block read sector | write sector I

Then read the data of the 01t sector:as it's shown , the data has been written into the 01+
sector.

Motic cwd | CUcwd | Memorycra W cwd | Wdight cord |

read succeed...
block 00: 11 22 33 44 55 66 77 88 99 00 AA BB CC DD EE FF

jock 03: 00 00 00 00 00 00 FF 07 80 69 FF FF FF FF FF FF

. © Akey input data area:

key type: s B key: [FFFFFFFFFFFF
i block 00: [I

sector: [o1 -

new ke |

block01:  [LIITTTIITTIIITTINTTTIITITT1

block: [0 - block 02: change key ‘

I

R:uu:suuthurizminnl off | read block | write block ‘ read sector I write sector |
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change password select a sector, enter the current password and new password, then to
click

“modify area code” As shown in the following picture:change the password of the 01"
Into111111111111, then when new password is needed when visit the 00" sector
instead of the default password FFFFFFFFFFF.

Maometic card | CPUcwd | Memory card M oewrd | Wlight cara |

‘sector 1 change key succeed...

keytype: ke input data areai key: [FFFFFFFFFFFF
© B :
v block 00:  [11223344556677089300AABBCCDDEEFF
sector: [01 5 new key: [(TTITTIT11
block 01:

(ERERRRRRRRRRRRRRRRRRRRRRRRRRRRT]
block: [0 - block 02: | change key

Requestauthorization

off ‘ read block | write block ‘ read sector | write sector

6. Ultralight Card

Cards or labels, made by NXP MFO IC U10,conform to ISO14443A. Blank cards,
printing cards,paper stickers,key chains, TOKEN, and various sizes and thickness are
provided. Mainly

applied to:access control, attendancemanagement, meeting attendance,identification,
logistics,

industrial automation, various membership cards such as canteen, subway,bus
tokens,clubs and

other consumer electronics, electronic tickets,animal recognition, target tracking,laundry
management , one-card-through etc.

Demo Software:
Card searching and selecting operation, as following picture.
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Mommetic card | CPUcard | Memory card | Ml card  Ulicht card

[succeed ,SN: 04 C1 98 CC 00 00 00

block: 00

Deteet Select read bock_| waie lock |

Select the block to read data.

Waetic cwd | Vet | Moy cwd | Wewd Mgt card

lblockl: 04 C1 98 CD

block:  [01

loac19BcD
read block write block ‘

Write block data,as shown in the picture:

Detect_Select

Waotic curd | QU cwrd | Bmoryowd | mcws  Udieht cwrd

rite succeed...

block [0

f0ac198CD
Detect_Seloct read ock | e back_|
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Let's check the data which is written just now, as shown in the picture:

Maametic cwd | OV ewa | Menaryewd | micwa Wit emd |

blocki: 04 C1 9B CD

ok o1 ]

’ncwacni
Detect_Select, read block I

wous |

Features overview MSR880/860

o1 JELeh/ Loy Tesictance to nagnetlc stripe (300
Frodictosavne nseeso [FoAmat01e 14000 0E) a11 three all, speckine, reading and
& lvri ting function, support reading cord
—— mageard
rimevion  [Nesnetic/IC/RFID/ESAN Reader Writer [Card 1S0/15C 78L1, ATNVA, CADIY
o [conpatibil

[RFID Card N .
lPromict (158 2.0 U8 Cable L = 2500 ma lconpactoty [QPeretine frequency: 1356 iz, RFID induction
lconnector ity ©
[Product |ABS hish tenperature resistant fizeproof | (S0 O 150144434, i fore0nsd50, i farcOneSTO, NP
haterial |naterial o IDESFIRE. U1 tralight. [S01 44435, SONY felica
lproduct 1C Cara [RT24001/24002/ 24004/ 24COR/24C16/AT24CEA .
Todet [parmon sec [Conpatibil [SLE44S2/4442, SLEA418/4428,
jcotowr it ISST 24C01/16, TSOT816-(1-0) (T=1, T=0)
I [Plug-in Ls used in the nain support 1507616
cg:ﬂ;‘:m: 1507811, 1807816, 1014443, ROKS. CE and FOC | [PSAN Card [standard booth, booth and can be used 200000
Sompert =
oyoren [¥indows 98/2000/XF/Vista/T/8/10 [Comnunicat |1S07816 T=1,T=0 The operation of CFU card
[Product [Built-in buszer, writing and reading lanp, provide the SDX libraries, platforn can support nultiple
feature  |operating systens and language developnent
roduct [conpatio1e [FEEV1on Tesistance to nagnetic stripe (300
Frouctlosaune mseeso (72473151 1400 0E) all three rail, spesking, reading snd

e lori ting function, support reading cord
I magcard
fimction  |N2Gnetic/IC/RFID/PSAN Reader ¥riter [card [TSO/IEC 7811, AMNVA, CADV
unction [conpatibil
d P

[Product 1S5 2.0 0S5 Cable L = 1600 mn [conpatipt1 [(Perating fremency: 13,55 Mz, RFID induction
corrector Jsey o
Procuct |uBS high tenperature resistant fireproot |10 U2 150144434, i fareonesso, i fareonesto, 1Ea
naterial fustericl ComptibiL e, aealight. TS01 4435, SONY £elica
rrocuct [T240014/24002/24004/ 24008/ 2401 6/AT24C5
o [PANTON Black [Conpatibil [SLE432/4442, SLE4418/4428,
ot ity [LSST 24C0L4/16, 1807816-(1-) (I=1, T=0)
I [PLug-in 1z used in the naln suppert 107816
Standord|rso7a11, 1507516, 15014445, RORS 8 and #CC | [PS Card. |s<ancand hosth, oot and san be used 200000
cport [psar
i) [Windows 98/2000/XF/Vista/T/8/10 [Connunicat |1S07816 T=1,T=0 The operation of CFU card
evsten o

[Product  [Bullt-in buzzer, writing and reading lanp, provide the SOK libraries, platforn can support multiple
feature  [operating systens and language development

* * this manual tries to keep the accuracy of the information,|f still there are wrong images
or text content, please kindly point it out so that we can improve.

15



For more information about us, please visit our website

www.osayde.com.
Thank you very much for choosing OSAYDE.

SHENZHEN HTT CO.,LTD

Add: B602 HuaChuangDa Building,Xinghua Yi Lu,42#District,Bao'an,Shenzhen,China
TEL: 0086-755-29354651 FAX: 0086-755-29354655

Email: sales@osayde.com

Standard Compliance: 1ISO7811. 1ISO7816. ISO14443,ROHS, CE,and FCC

www.osayde.com
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Lese-/Schreibegeridt Demo Applikation Anweisungen

Version 1.0
Index
1. Initialisierung ... 5
2. Magnetkarte..........cooooviiiiiniiie 8
3. CPUKaAME ..ot e 10
4. Speicherkarte .......ccccooiiiiiiiiiiiieiiees 14
5. M1/RFIDTransponderkarte ..........ccccccc.... 22
6. UltralightCard..........ccccoviiiiniiiiieeeiieene 30

UnterstltztWindows 98/2000/XP/Vista/7/8/10 um
angenehme DLL sekundare Entwicklung zu bieten.

Liefert komplett dynamische Bibliotheksfunktionen,
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Entwicklung, Hauptpunkte, Beispielaufrufe,
Beispielquellcodes und unterschiedliche
Entwicklungssprachen (inklusive der vb6.0 bei Nutzung
vonvc + +, Java 6.0)

Downloadadresse der Applikationssoftware (Umfasst
das API, Tool, den API Guide, DLL, Software Demo
Benutzerhandbuch)
Msr880:http://www.osayde.com/wp-content/uploads/
2016/10/0SAYDE-MSR-880-Demo.zip
Msr860:http://www.osayde.com/wp-content/uploads/
2016/10/0OSAYDE-MSR-860-Demo.zip

oder besuchen Sie unsere

Webseite:www.osayde.comum dies herunterzuladen.
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Kommentar: Die Software Demo passt auf alle Arten
von Desktop Lese- und Schreibgerate mit USB
Schnittstelle. Doch nicht alle Gerate unterstitzen alle
Verzeichnisfunktionen. Sollten Sie Fragen haben oder
das Material der neusten Version erfordern, so
kontaktieren Sie uns bitte.

Abhangig von unterschiedlichen Computern und
Systemen kann es einige Sekunden dauern wenn Sie
das Gerat zum ersten Mal mit Inrem Computer

verbinden.Software Diagramm

2 =]
Bagstic cord | (Wowd | Bevoryewd | Moowd | Wlige od | s
Read-Only: Read Wiite:
HiCo .
Cumeet
LoCo
wit
. -1
P
“om [T |
bai
- = & e
e wite ense
read stop 2 s
wunal comect
|
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1. |Initialisierung

Jeder Kartenbetrieb muss eine erfolgreiche
Initialisierung abschlieRen.

Offnen Sie die Software — wenn in der oberen rechten
Ecke ,erfolgreich® angezeigt wird, wurde es erfolgreich
initialisiert, doch wenn ,fehlgeschlagen” angezeigt wird,
gab es einige Probleme mit der Verbindung. Dann
mussen Sie die Verbindung prifen.

Wie bestatigt man ob das Gerat mit dem Computer
verbunden ist?

Sollte nach Einfiihrung des USB in den PC ein Licht
erleuchten, so ist das Gerat mit einem Computer
verbunden. Alterung und Abnutzung der
Benutzeroberflache kann in einer Fehlkommunikation

21



resultieren. Wie bestatigt man dann, ob das Gerat
korrekt mit dem PC verbunden ist?

USB Verbindung:

Rechtsklick"MeinComputer"lcon( "Computer”
furWIN7)—>"Management"—>"Human Interface
Device" um zu prifen ob das Gerat eingefiihrt wurde.
Stecken Sie zudem das Gerét aus und erneut ein um
zu sehen ob das "Human Interface Device" antwortet.
Wenn sich das Geréat verbindet, aber ein gelbes Trigon
wie auf dem Bild angezeigt wird, dann bedeutet dies,
dass der Computer das Geréat finden konnte, es aber
nicht identifizieren kann. Bitte machen Sie einen
Rechtsklick um den Treiber zu aktualisieren.

Serielle Schnittstellenverbindung

22



Baud-Rate:

Die Baud-Rate bezieht sich auf die Microcontroller oder
Computerlbertragungsrate in der seriellen
Datenkommunikation.

Wir bieten zwei Arten: 115200 (Baud)und 9600 (Baud).
Hinweis: Sollte es bei der Nutzung einer seriellen
Schnittstelle fehlschlagen, so stecken Sie das Gerat
aus, schlieRen Sie die Software und versuchen Sie es
erneut.

Serielle oder USB Auswahl sollte basierend auf dem
Kommunikationstyp des Gerats gewahlt werden.

Die Verbindung muss die Baud-Rate nicht wechseln
oder wahlen Sie die serielle Schnittstellennummer.
Wen Sie die serielle oder USB Oberflache wahlen,
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klicken Sie um das Gert zu verbinden — es wird eine
erfolgreiche Verbindung anzeigen. Sollte dies nicht
angezeigt werden, so stecken Sie das Gerat aus,
schieRen Sie die Software und versuchen Sie es
erneut.

BeimMSR880/860 muss der Magnetkarten
Operationsteil mit dem Gerat verbunden werden — die
restlichen Operationen entsprechen der gleichen
Initialisierung wie zuvor.

2.Magnetkarte

Kurze Einfihrung: Magcard (Magnetkarte) findet in
vielen Feldern Anwendung. Drei Spuren werden
bereitgestellt um Daten mit einem Endgeréat
aufzunehmen, wie Kreditkarten, Sicherheitskarten,
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Mitgliedskarten, Anfragekarten, Geldkarten und
Eintrittskarten, etc., welche magnetisch aufzeichnende
dielektrische Karten darstellen. Diese Karte wird durch
sehr robustes, temperaturresistentes Plastik oder mit
Plastik Giberzogenem Papier hergestellt, sodass diese
feuchtigkeitsbesténdig, verschlielfest und flexibel,
einfach zu tragen und stabiler und verlasslicher fir die
Nutzung ist.

MSR880/860 MagcardDemo:

Wenn lhr Gerét das Beschreiben von Karten unterstiitzt,
dann nutzen Sie den ,Lesen-Schreiben® Teil um Daten
auf lhre Karte zu schreiben. Hinweis: MSR860 besitzt

keine “Schreiben-Léschen” Funktion.
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— Read-Write:
* HiCo

° LoCo

read write erase

3.CPU Karte

Kurze Einflihrung: mit hohen
Datenverarbeitungsfahigkeiten, Rechenleistung und
grof3er Speicherkapazitat, und besonders durch das
verbesserte Sicherheitstechnologiesystem und
programmorientierte Anpassungsfahigkeit und
Flexibilitat, hat die smarte IC Karte seit ihrer

Erscheinung durch viele Applikationen (Domains) ein
26




groRes Anliegen und Wohlwollen gewonnen. Die Smart
IC Karte eignet sich fiir sensible Applikationen, welche
Datensicherheit und Verlasslichkeit fordern. Bisher
umfassen smart IC Kartenapplikationen Bereiche wie
Kreditkarten im finanziellen Bereich, Sim Karten im
Telekommunikationsbereich (Identifikationskarten von
Mobiltelefonen) etc. Zudem besitzt die Mehrzweckkarte,
unterstiitzt und dargestellt durch die Smart IC Karte,
einen groReren Wert. In Zukunft wird die Entwicklung
und Anwendung der Smart IC Karte eine wichtige Rolle
in allen Bereichen spielen. Wir werden von dem
Komfort, der Sicherheit und der Effizienz und damit
verbundener Qualitat profitieren.

Demo Software Betriebsverfahren:
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A. Klicken Sie “IC KarteZuriicksetzen”, Hinweis:
Kontaktieren SielC KarteunddiePSAM deck use0-4
entsprechende Kanalnummer. Wahrend dem Test der
kontaktlosen CPU Karte, sollte die Kanalnummer Uber
5 liegen. Verfolgen Sie die folgende Operation nach

normaler Zurlicksetzung.

Magnetic card  CEV card \ Menory card | M card | Wlight card |

reset succeed: 68 00 FF 4A 4F 4B 41 76 30 30 31

slot: g Note:0™4 used for contact,)5 used for contactiess,B card any.

CLA INS PI P2 LC DATA LE
APDU; W W W W r W

7 )

 type A

" type B IC reset ‘ IC off APDU commond
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B. Geben Sie beim Testen APDU Befehle in den
entsprechenden Bereich ein, klicken Sie dann “APDU
Befehlsenden”.DieDemoSoftwaresendetAPDUBefehles
tandardmaRig zufallig aus,

namlich:CLA=0x00, IINS=0x84, P1=0x00, P2=0x00
wenn Daten leer sind, Le=08.

C. Im Bereich der‘Nachrichtenbox” sehen Sie die

Ergebnissewiederkehren

Magetic card PV card | Menory card Mocard | Wlight eard |
IC card re:

WA:00
WB:00

slot: [17 Note:0™4 used for contact.%5 used for contactless, B card any.

CLA INS P1 P2 LC DATA LE

o A F

© type A
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der APDU Befehle. Das entsprechende Ergebnis wird
durch SW1,SW2 Status Bit analysiert. SW1:90 SW2:00
bedeutet, dass die Befehlsausfiihrung erfolgreich ist.
4.Speicherkarte:

Die Speicherkarte gehért zur logischen
Verschlisselungskarte, SLE4442 und SLE4448 werden
haufig genutzt.

Sicherheitseigenschaften:

Bevor das Passwort korrekt Uberprift wird, kdnnen alle
Daten gelesen aber nicht beschrieben werden.

Nach korrekter Passwortliberpriifung kénnen alle Daten
geandert werden, inklusive dem Passwort. Jedes Byte
an geschutztem Schreibbereich (die ersten 32 Bytes)
kénnen individuell geschitzt, gelesen und beschrieben
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werden. Nachdem der geschiitzte Bereich beschrieben

wurde, kann der Inhalt nicht gedndert werden (z.B.

Kettendaten).

Programm Demo:

Schreibgeschutzter Bereich (die ersten 32 Bytes) eines

jeden Bytes kdnnen individuell schreibgeschutzt

werden. Zuvor schreibgeschitzter Inhalt kann nicht

verandert werden (z.B. Kettendaten). Aktuell dient der

Test hauptsachlich der IC Kartenfunktion des Typs

SLE4442/SLE4428. Nehmen Sie SLE4442 als Beispiel

(hnlich zu 4428).

A. Klicken Sie “IC Karteninitialisierung”, nach
erfolgreicher Eingabe, begeben Sie sich zur
nachfolgenden Operatio
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Maguetic card | P card  Bemorycard | M ewd | Wlight eard |

AT card

init succeed...
AT24C01
start addr: 0000

Length: 0008

Type:
i+ SLEA442

read

4442 check write

(" SLE4428

check key read protect

show key wiite protect

change key

FlElE [
L]

efror counter nit ‘ read ‘ write ‘

input dada area:

key: W , ‘
length: |8 _

B. Klicken Sie “4442 Check” um zu testen ob die IC
Karte eine SLE4442 Karte ist. Wenn sollte

“DetectedSuccess!” angezeigt wird,
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Bogetic cord | CPUeard  Memory card | Wl card | Vilight eard |

AT card

check OK... AT24C01 ~
startaddr: (0000

Length: {0008
WS int read
+ SLE4442
4442 cheek wite
check key read protect
show key write protect
change key error counter init ‘ read | write

input dada area:

key: [FFFFFF ; ‘
length: |8

(" SLE4428

e

Dann ist die Karte eine 4442. Wenn der Test fehlschlagt,
dann ist es keine 4442 Karte. Nach dem erfolgreichen
Test, fahren Sie mit den nachfolgenden Operationen

fort.
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Msgrotic card | (U card  Memory card | Ml card | ULLight card |

AT card

password correct... AT24C001
start addr: 0000

Length:  [0008
Dee init read

il

 SLE4442
4442 check write

(" SLE4428
check key read protect
show key write protect
change key error counter init ‘ read ‘ write

input dada area:
key: ~[FFFFFF 7 ‘
length: (8

C. Geben Sie das Kartenpasswort in den
Passworttestbereich ein, klicken Sie dann ,,Check Key*.
Vor den Schreiboperationen sollte zuerst das Passwort
Uberprift werden (das Passwort muss korrekt sein).
Das Standardpasswort wurde durch die Demo Software
eingetragen, bitte klicken Sie um das Passwort direkt

zu prufen.
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D. Klicken Sie “Read Password”, das Kartenpasswort
wird in der Nachrichtenbox angezeigt.

E. Passwort &ndern. Geben Sie das neue Passwort wie
im folgenden Bild in den entsprechenden Bereich

ein.Geben Sie hier das neue Passwort ein:112233.

Bametic crd | (Rl ewd  Menarycwd | Weed | Wlight e |

AT card

password: 112233 AT24C01
start addr: (0000

Length: 0008

& SLE4442
4442 check write

" SLE4428
check key read protect
show key write protect
change key error counter init ‘ read ‘ wiite

input dada area:
key: [FFFFE | 7033 g ‘
length: [



Hinweis: Das Passwort wurde zu 112233 geéandert.
Wenn Sie nun die Initialisierung starten, missen Sie
112233 in den Passwortbereich eingeben, andernfalls
wird angezeigt, dass lhr Passwort nicht korrekt ist und
die folgenden Operationen kdnnen nicht ausgefiihrt
werden. Starten Sie bei jedem Betriebsfehler die
Initialisierung erneut und fahren Sie mit anderen
Operationen fort.

F. Karten lesen. Geben Sie die Datenlange laut dem
folgenden Bild in den entsprechenden Bereich ein.

Klicken Sie dann ,read".

36



Magetic card | CPUcard  Memoryoard | Wi cwd | Mlight cwrd |

AT card

read succeed... =
data;112233FFFFFFFFFF sirtadir (o000 AT24C01

Length: 0008

& SLE4442
2442 check wiite
 SLE4428

check key read protect
show key write protect
change key error counter init ‘ read ‘ write ‘

input dada area:

key: [FFFFFF 1233
length: |8

HH

G. Karten schreiben. Geben Sie die erforderlichen
Daten in den entsprechenden Bereich ein
(Hexadezimale Daten, Eingabe von 1234 bedeutet 0

x12, 0 x34). Klicken Sie dan ,write".



Bagetic cord | CPUcard  Mopowd | fcwd | Ulight cwd
A

AT card

write failed... AT24001
start addr: 0000

Length: (0008

Type: init read
 SLEA442 R
4442 check
(" SLE4428
check key read protect
show key wiite protect
efror counter init ‘ read ‘ wiite ‘
input dada area:
key: |FFFFFF 112233 » ‘
length: (B >

5. M1/RFIDTransponderkarte

1. Zu dem sehr geringen Preis, eignet sich die M1 Karte
als Verbrauchsmaterial.

2. Kollisionsschutz kann in mehreren Applikationen
verwendet werden.
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3. Gute Verschlusselungsleistung.

4.M1 KarteTirschloss Systemkonfiguration wurde
aktualisiert — ein vollsténdig funktioneller
Kommunikationskontroller.

5.M1 KarteTurschloss Systemkonfiguration wurde
aktualisiert --- eine vollstandig offene Selbstbedienung
multifunktionelle Software.

Wabhlen Sie Sektoren und Bldcke die getestet werden
missen, geben Sie das Sektor Passwort ein, klicken
Sie "find thecard.Authorization." Wenn das Passwort
falsch ist, schlagt die Autorisierung fehl — Sie kénnen
den Betrieb nicht weiterfihren.

M1 KarteDemo
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A. Wahlen Sie Sektoren und Blécke die getestet
werden missen, geben Sie das Sektor Passwort ein,
klicken Sie “Request.authorization”. Wenn das
Passwort falsch ist, schlagt die Autorisierung fehl — Sie
kénnen den Betrieb nicht weiterfliihren. Nach
erfolgreicher Autorisierung, kdnnen Sie den Betrieb
weiter ausfuhren.

Hinweis: Alle Lese- und Schreiboperationen erfordern
die Eingabe eines Passworts. Bitte vergessen Sie

dieses nicht.

bagatic cwd | OV ewd | Moy ewd  Mewrd | Wlige ewd |

do not detect card...

& M i .
ey ype: Akey input data area: O P FFFFEFEFET
© Bk .
= block 00: (1122344556677 609900AABBCCDDEEFF
sector: |00 - new key:
block01:  [ITTTTTTTITIIINTTITITIIIITTTT11]
block: |00 £ block02:  [22222220202222222222222222222222 St ey

IR:qu:sLaulhnrizalinnI off ‘ read block

write block read sector | write sector
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B. Klicken Sie “readblock”. Die Daten werden im

entsprechenden Sektionsbereich angezeigt. Der 00

Sektor 00 Block heilt M1 Karte ID Information und alle

drei Sektorblécke — 3 sind

Konfigurationspasswortinformation. Im folgenden Bild

werden 00 Sektor- und 00 Blockdaten gelesen. Und

das Standard Einstellungspasswort wurde durch die

Software ausgefiillt.

Magnetic card | CPU card | Wenory card M card Wlight card |

secor 0 block 0: 04 C1 9B CC 92 08 04 00 62 63 64 65 66 67 68 69

keywpe:  © Akey input data area:

© Bk
o block 00:  11223344556677889900AABBCCDDEEFF

key:  [FFFFFFFFFFFF

sector: |00 v new key:

block01:  [TITTTITTITTIITNIINTTIITIINT1T
block: |00 g block 02:  (22222222222222222222222222222222

Request.authorization read sector

off ‘ I read block l write block

change key

write sector
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C.Wahlen Sie beim Schreiben von Blockdaten den
erforderlichen Sektor und Block aus und geben Sie
dann die erforderlichen Daten in den entsprechenden
Bereich auf der rechten Seite ein. Klicken Sie nach
erfolgreichem Schreiben “data block write” — die Daten
koénnen direkt gelesen werden, wie es in der folgenden

Abbildung dargestellt wird:

Mognetic card | CPUcard | Menory swrd WL card \ light card |

write succeed...

keytype:  © key input data area:

o by [FRFFRAEEE
ke
Y block 00z |11223344556677689900AABB CCDDEEFF
new key:

block01:  [HTITINITIIIIITINTININNNNT
block: |00 bd block 02:  [22222002220020222200222022022222 changekey;

sector: (01

<

Regquestauthorization wiite sector

off ‘ read block I ‘write block I read sector




Nach erfolgreichem Beschreiben mit Betatigung, lesen

Sie dann den 1. Sektor der Blockdaten:

Maguetic cerd | CFUcard | Hemory card M cwrd \ WWight cerd |

secor 1 block 0: 11 22 33 44 55 66 77 88 99 00 AABB CC DD EE FF

key type:  Akey input data area:

C Bk
4 block 00: |11223344556677889300AABBCCDDEEFF

key: [FFFFFFFEFF

sector. | v new key:

block 01: LTI
block: |00 E block 02:  (20222022222222222222222222222222

Requestauthorization

off ‘ I read block I write block ‘ read sector

change key

wiite sector
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D. Alle Daten im Sektor kdnnen gelesen werden (aulRer
00 Sektor). Wahlen Sie den erforderlichen Sektor,
geben Sie das Passwort des erforderlichen Sektors ein,
mit Autorisierung, klicken Sie direkt “readsectordata”.
Lesen Sie die Daten nach erfolgreichem Beschreiben.
Der Prozess des Lesens von 00 Sektor findet wie folgt

statt.

Wagnetic card | CPUcard | Menory card W card Mlight card |

read succeed...

block 00: 04 C1 9B CC 92 0 04 00 62 63 64 65 66 67 68 69
block 01: 111111 11 11 11111111 11111111 11 11 99
block 02: 2222222222 22222222 2222222222 2233
block 03: 00 00 00 00 00 00 FF 07 80 69 FF FF FF FF FF FF

& rkey input data arca:

i key: [FFFFFFFFFFF
e
- block00: [11223344556677609900AABBCCDDEEFT

sector: [0 g new key:
Block01:  [ITITTITTTINIIIIIIIITINIIININIM

bincicagpion 2 block 02:  [22202022222222220200202222222222 ey

I read sector I write sector

Schreiben Sie alle Daten einmal in den 01 Sektor.

key type:

Request,authorization

off ‘ read block

write block
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Megnetic card | CFV card Memory card Wt eard Wdight card |

write succeed...

keytype:  © Akey input data area:
" Bk
i block00:  [11223344556677609900AABBCCDDEEFF
sector: |01 v
block01:  [IIIITTIINTININTINIITINNNT
block:  [00 -

block 02:  |22222222222222222222222222222222

Requestauthorization

key: [FFFFFFFFFFFF
new key:

change key

off ‘ read block | write block ‘ read sector I write sector I

Lesen Sie dann die Daten des 01 Sektors wie

angezeigt. Die Daten wurden in den 01 Sektor

geschrieben.

Wagnstic card | OBV card | Memory card m card Wlight card |
read succeed...

block D0: 11 22 33 44 55 66 77 88 93 00 AA BB CC DD EE FF
block0: 111T1T 1T NN NI NN

block D2: 22 22 22 22 22 2222 22 22 22 22 2222 22 22 22

block 03: 00 00 00 00 00 00 FF 07 80 69 FF FF FF FF FF FF

reype: ey input data arca:
 Bkey
block 00:  [11223344556677889300AABBCCDDEEFF
sector: (01 =]
(LS ER R R ERRRRRRRRRRRRRRRRRRRERRRRRLE]
block: |00 z block 02:  [22222022222222220222202222222222
Requestauthorization | Off ‘ read block ‘ write block ‘ I read sector vail:s:v:lnl

key: [FFFFFFFFFFFF
new key:

change key
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Passwort andern: Wahlen Sie einen Sektor, geben Sie
das aktuelle Passwort, sowie das neue Passwort ein
und klicken Sie dann “modifyareacode” wie es im
folgenden Bild angezeigt wird: andern Sie das Passwort
von 01 zu111111111111. Das neue Passwort ist

erforderlich wenn Sie den 00 Sektor besuchen.

Magnetic card | CPUcard | Menory card M card \ WLlight eard |

sector 1 change key succeed...

keywpe: Ay input data area:

i key: [FFFFFFFFFFFF
e
Y block 00: (1223344556677 669900AABRCCDDEEFF

oL R (KRR RRRRRRERERRERRRRRRRRRRRRELE]
block: |00 = block 02:  [22222222220222022222222222222222 ”““"“”‘V

sector |01 v new key: [111111111111

Request authorization

Off ‘ read block | write block read sector | write sector
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6. Ultralight Card

Karten oder Label von NXP MFO IC U10 entsprechen
1ISO14443A. Leere Karten, Druckkarten, Papiersticker,
Schllsselanhanger, Token in verschiedenen Gréfen
und Dicken werden angeboten. Hauptanwendung:
Zugangskontrolle, Zeitwirtschaft, Meetingteilnahme,
Identifikation, Logistik, industrielle Automatisierung,
verschiedene Mitgliedschaften wie Kantine, U-Bahn,
Bus Token, Clubs und andere Unterhaltungselektronik,
elektronische Tickets, Tiererkennung, Zielverfolgung,
Wascheverwaltung, etc.

Demo Software:

Such- und Auswahloperation der Karte laut folgendem
Bild:

47



Wamnetic card | CPUcard | Memory card | W card Wlight card

succeed ,SN: 04 C1 9B CC 00 00 00

block: 00 e

read block write block

Wabhlen Sie den Block um die Daten zu lesen.

Hagotic card | O curd | Memry cwd | Wiewd  Ulight cerd |

block1: 04 C1 9B CD

block: 01 =
04C19BCD
Detect_Select Ilcadhlnnk I write block ‘

Schreiben Sie die Blockdaten wie im untenstehenden

Bild dargestellt:
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Mognetic card | CPUcard | Memory card Wl card Llight card

rite succeed...

block: 01 =z

0D4C19BCD
read black | I write block I

Prifen wir die Daten die wir soeben geschrieben haben,

Detect Select

wie im unteren Bild dargestellt:

Mogetic card | CPUcard | Momory card | Wf card light eard ]

block1: 04 C19B CD

block: n R

04C19BCD
Detect Select | read block | write block ‘
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Uberblick der Features desMSR880/860

. High/low Tesistance to magnetic stripe (300~
Froduet \ooivi nsRes0 FOMDBYIEIE | op) mt Aee mad, soaiik weadiie it
nane Magcard s A ;
writing function, suppert reading card
nagcard
Product . .
" Wagnetic/IC/RFID/PSAN Reader Vriter Card TSO/IEC 7811, AINVA, CADNY
function i
Conpatibil
RFID Card ] ) L
Product  [USE 2.0 USB Cable L = 1600 mn ey JReTACTE Treency: .00 REIH SuductE
: from 0 to 5 cn.
comector ity
) ) ) RFID Card ) )
Product  |ABS high tenpersture esistant fiveproot || ' " |ISOI4443K, K farelnesso, Ui fareOneSTO, IFS
material  |naterial ityp DESFIRE. Ultralight. I8014443E. S0NY felica
protuct 1C Card  |ATZ4C01A/26C02/24C0¢/24008/24C16/AT24CE4,
ol [PANTON Black Compatibil [SLEA432/4442, SLE441/4428,
ity ISST 24C014/16, [507816-(1-4) (T=1, T=0)
Standard Plug-in is used in the main support ISOT8L6
% 11307811, 1307616, 19014443, ROHS. CE and FCC | [PSAN Card |standard booth, booth and can be used 200000
Conpliance ;
tines,
— E
s;?i; Windors 98/2000/1F/Vista/7/8/10 Conmunicat 1507816 T=1,T=0 The operation of CPU card
ion
Product  [Built-in buzzer, vriting and reading lanp, provide the SIK libraries, platforn can support multiple
feature operating systems and language development
.. [High/low resistance to magnetic stripe (OF)
Frodict loourog nsgeso Conpetible oo 4000 a1l the three track reading function
nane Mageard )
support reading card
Product magcard
FOMEL e gnatic/IC/RFID/PSAN Reader Vriter Card 150/TEC 7811, AXIVA, CADIY
function i
Compatibil
RFID Card ) ] L
Product  |UB 2.0 USB Cable L = 1600 m Conbitibiy (cetinectreatnty; 13,55z, RUIDGindietion
; from 0 to 5 ca.
comnector ity
. ) i RFID Card ) )
Product ABS high temperature resistant fireproof Conpatibil 130144434, M fareOneS50, M fareOn=ST0, NFS
naterial  [material “yp [DESFIRE. Ultralight. IS014443E. SONY felica
eroduct IC Card  [AT24C01A/24C02/24C04/24C08/24C16/AT24064,
r; ML PANTON Black Conpatibil |SLB4432/4442, SLE4418/4428,
i ity 1351 240014/16, TS0T8LE-(1-4) (T=1, T=0)
Standat Plug-in iz used in the main suppert ISOTE16
i 507811, 1507816, 15014443, ROHS. CE and FCC PS&N Card |standard booth, booth and can be used 200000
B times,
Sport B
S;’;I::; Windovs 98/2000/F/Vista/7/8/10 Conmunicat [IS07816 T=1, T=0 The eperation of CFU card
ion
Proquct  [Built-in buzzer, writing and reading laap, provide the SOK libraries, platforn can support nultiple
feature operating systems and language develepment
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* * Dieses Handbuch versucht die Genauigkeit der
Informationen wiederzugeben. Sollten sich hierin
falsche Bilder oder schriftlicher Inhalt befinden, so
weisen Sie uns zur weiteren Verbesserung bitte
darauf hin.

Fur weitere Informationen Gber uns, besuchen Sie bitte
unsere Webseite www.osayde.com.

Vielen Dank, dass Sie OSAYDE gewahlt haben.
SHENZHEN HTT CO.,LTD

AdrB602 HuaChuangDa Building,Xinghua Yi Lu,42#Dis
trict,Bao'an,Shenzhen,China

TEL: 0086-755-29354651

FAX: 0086-755-29354655

Email: sales@osayde.com

Standard Einhaltung:

1ISO7811.1SO7816.1SO14443,ROHS, CE, und FCC

www.osayde.com
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